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Perpendicular flight line direction on the adjoining map sheet results in s8Me offset ot contours across map sheet_boundary.
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Airborne gamma-ray spectrometry data collected in Saskatchewan during
the summer of 1975, are presented (1) as contour maps of the integral
count,. the potassium, equivalent uranium and equivalent thorium con-
centrations, and the eU/eTh, eU/K and eTh/K ratios; and (2) as stacked : :
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The airborne measurements were made using a four window spectrometer, \ AN L ; Zp
with twelve 22.86 cm x 10.16 cm NaI(Tl) detectors, flown at a mean (X7 Do ¢ iV o | (A Sl e A S P I S ! 2 I
terrain clearance of 400 feet and 190 km/hr. North-south flight lines ) v s AV 0 e &) N 1 b P R e F . “o e A2 g T
were at 5 km line spacing, and the numbered flight lines are plotted
on each of the contour maps. g
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Uranium, thorium and potassium counts were measured over 2.5-second
intervals; integral counts over 0.5-second intervals. The data have
been corrected for background, height variation and spectral scatter-
ing. The computer programs used to produce the contour maps and pro-
files are described by R.L. Grasty, 1972 "Airborne Gamma Spectrometry
Data Processing Manual", GSC Open File No. 109. Values shown on the
profiles represent counts per 0.5-seconds for the integral, and counts
per 2.5-seconds for uranium, thorium and potassium. The maps contoured
in units of counts per 0.5-seconds for the integral, parts per million
equivalent uranium and equivalent thorium, percent potassium, the con-
centration ratio for eU/eTh, and the concentration ratio x 104 for eU/K
and eTh/K.
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The values for the radioelement concentrations shown on the contour
maps are "“average surface concentrations' over the area sampled or

analysed by the airborne spectrometer. This area generally includes

some outcrop, overburden and water in small ponds, streams and swamps. | e
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the bedrock. However, the radioelement distribution pattern shown by
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the contour maps reflects the distribution of the elements in the bed- o
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Factors for converting airborne measurements to element concentrations
were determined by relating the corrected airborne count rates over test
strips in the Ottawa area to the known ground radioelement concentrations ‘ A i i :
(R.L. Grasty, and B.W. Charbonneau, 1974, Gamma-ray Spectrometer Calibra- et e g, f B ot MR ‘?‘B“y X I ” b (©* A RSP A G gl vl o) YA e

tion Facilities, GSC Paper 74-1B, pp. 69-71). /P D% A I 2+ 0¢ 0 e , e (Shaganappid (el [ e % Rl AR i 7 sy

C/unn

In order to produce the contour maps, data along the flight lines were - ‘ 1 APAE B R Pl : i -y ¢ = bmxg&
averaged over seventeen 2.5-second counting intervals (approximately ‘ ‘ . 1o o A NV LR ' 7 & Al % .o e D P
2.2 km) and the effect of background count rates over the lakes were j « 5 1q “ N Vs [ GNP LAy ). N ¢ il g ) K$:$i.
removed. -This degree of averaging or smoothing is selected in order ’ d X B 7, s /U e p 2 Al S
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sible, to the spacing between flight lines. Compromise between (i) ’ K X -
and (ii) results in a rectangular grid (approximately 5 km E-W and 2 ‘ ' Crls A\ : /
km N-S of data used for contouring. As a result of these compilation | - & A2 SRV e | o 1 e D f ‘ ; &7 A

procedures, contours in some cases may be distorted in the direction ‘ 2 i i b BSR40 0 o b fend 4 ( w%mmy »1»’x j  ?:”/ ':u}f o
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perpendicular to the flight lines. This sort of imperfection is dif- j [ & 0. @ & e i e gl
ficult to avoid in contouring data on widely spaced flight lines. It . ' g R TSP Ao ¢ Bay, ' o [
does not detract from the value of the map as the product of a recon-
naissance survey, indicating the regional radioelement distribution
pattern,. but one should not. attempt to use these contour maps to pin- 1 : / \ :
point the precise location of exploration targets. More accurate loca- Wf . ) ﬁ t. G @D o S e ; : i ’
tions of anomalies can be made using the data on the profiles. L4 & S Nt el @ & 2 e
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Base map material supplied by Surveys and Mapping Branch

Cartography by Geological Survey of Canada.
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Perpendicular flight line direction on the adjoining map sheet results in some offset of contours across map sheet boundary.
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