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Potassium is measured directly from the 1.46 MeV gamma ray photons emitted b._|’
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uranium and thorium are measured indirectly from gamma ray photons emitted by dau _ A A 2 XK N NN ] 3 _ e Ln: v W) A _ [ ._ : S _ , e o) |
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The values for the radioelement concentrations shown on the contour maps/|’/,
surface concentrations”, thatis, an average of the area on the ground viewed by the spe
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reflects the relative distribution of the elements in the bedrock.
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Information regarding the availability of the gamma ray spectrometric contour =\ )
profile books, magnetic and VLF profile maps for this survey may be obtained from: N¢: °
Department of Natural Resources and Energy, P.O. Box 6000, 670 King Street, Fred |\
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Base map material supplied by Surveys and Mapping Branch

Airborne gamma ray spectrometric, VLF and magnetic survey
flown, compiled and funded by Geological Survey of Canada.
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CARTE DE SPECTROMETRIE AERIENNE PAR RAYONS GAMMA

Au cours des étés 1985 et.1986 des levés géophysiques multi-paramétriques ont | |
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Pour chaque feuille au 1/50 000 du SRCN, les données sont illustrées par des cartet
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contacts au sol sont beaucoup plus difficiles. Ainsi, I'évaluation des concentrations en rai
peut ne pas étre exacte dans ces régions. Les programmes d’ordinateur utilisés pour étak
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Les facteurs de conversion utilisés sont les suivants:

% 1 Ur compte total 161 cps
1% de K 91,0¢cps
1ppmel 9,1¢cps
1ppmeTh 7,0cps Y

Les mesures de compte total sont présentées en unités de concentration de radicel =~
telles que définies dans le Rapport technique no. 174 de I’Agence Internationale d
Atomique (1976).
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