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Depths are given in uncorrected metres assuming a sound velocity of
1500 m/s.
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Contours are hand drawn from mosaics of overlapping SEABEAM swath
plots.
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Navigation is based on hyperbolic Loran-C adjusted to transit satellite
positions on an intra-area basis (areas 1 and 2) or an inter-area basis
(areas 3 to the adjacent area 1). Estimated absolute accuracy is +300 m.
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Surveys were conducted by the NOAA ship SURVEYOR in 1983 (area
1), and 1984 (areas 2 and 3).

Island Blueprint Map Co. Ltd., 905 Fort Street,
Victoria, British Columbia, Canada V8V 3K3.
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Trackline orientations are indicated by arrows.
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Kilometres/Kilométres

-cor supposant
une vitesse de sonde hypothétique de 1500 m/s. Les courbes
bathymeétriques sont tracées a la main, d'une mosaigue continue des
couloirs SEABEAM.
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La navigation a été basée sur le LORAN-C hyperbolique corrigé par les
satellites transits dans chaque région (les régions 1 et 2) ou entre les
régions différentes (la région 3 et la région adjacente No. 1). La

cision absolue des positions est +300 m.

(Les cartes 102 A/4, A/5, A/6, A/11 et A/12 seront mises en circulation le
1 juillet, 1985)

précisi
Les leves ont été réalisés par le navire oceanographique “SURVEYOR"
du NOAA en 1983 (la région 1) et en 1984 (les régions 2 et 3).

Les directions des trajets du bateau sont indiquées par des fleches.



