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Depths are given in uncorrected metres assuming a sound velocity of PRODUCED BY: PRODUIT PAR:
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Navigation is based on hyperbolic Loran-C adjusted to transit satellite

! ) ' ‘ A. Malahoff, S.R. Hammond, RW. Embley (NOAA)
positions on an intra-area basis (areas 1 and 2) or an inter-area basis
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(areas 3 to the adjacent area 1). Estimated absolute accuracy is 300 m.
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Surveys were conducted by the NOAA ship SURVEYOR in 1983 (area : ! 2 o0 DISPONIBLE A
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Les profondeurs sont exprimées en meétres, non-corrigées, supposant
une vitesse de sonde hypothétique de 1500 m/s. Les courbes
bathymétriques sont tracées a la main, d'une mosaique continue des
couloirs SEABEAM.

La navigation a été basée sur le LORAN-C hyperbolique corrigé par les
satellites transits dans chaque région (les régions 1 et 2) ou entre les
régions différentes (la région 3 et la région adjacente No. 1). La
précision absolue des positions est 300 m.
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Les levés ont été réalisés par le navire océanographique "SURVEYOR"
du NOAA en 1983 (la région 1) et en 1984 (les régions 2 et 3).

Les directions des trajets du bateau sont indiquées par des fleches.



