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GEOLOGICAL SURVEY OF CANADA

FLIGHT ALTITUDE : 305 METRES ASL

DATA HAS BEEN CORRECTED FOR IGRF FIELD

USING 1985 COEFFICIENTS
MAP PROJECTION + UTM
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CENTRAL MERIDIAN : 45 DEGREES WEST
PBASE : BATHYMETRIC CONTOURS
SUPPLIED BY CANADIAN HYDROGRAPHIC SERVICE
BY ' GEOTERREX LTD.
KENTING EARTH SCIENCES LTD.,OTTAWA,K CANADA
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Digital data are available from:/Les données numériques sont disponibles au :

Geological Survey of Canada
Geophysical Data Centre

1 Observatory Crescent
OTTAWA, Ontario

K1A 0Y3

Telephone: (613)995-5326
Telex: 0533117

Fax: 992-2787

Commission géologique du Canada
Centre des données géophysiques
1, place de I'Observatoire
OTTAWA, Ontario

K1A 0Y3

Telephone : (613)995-5326

Telex : 0533117

Fax : 992-2787

MAGNETIC ANOMALY MAP (RESIDUAL TOTAL FIELD)

Kilométres

This map was compiled from digitally recorded aeromagneic survey data obtained by a cesium vapour
magnetometer which measured the total field with a resolufion (sensitivity) of 0.01 nanotesia. Combined

Loran-C and Global Positioning System data were used foi navigation and flight path recovery. Flight

path recovery was also assisted by digital recorded INS dat:. After editing the survey data, the magnetic

values were |evelled together through analysis of differenes at the line-control line intersections. The

total field values were interpolated onto a 625m grid aid contoured.

The Survey was flown in 1985 by Geoterrex Ltd. and Kentirg Earth Sciences International Limited with

Loran-C and GPS Navigation provided by Nortech Survey: Limited.

The data were compiled in 1985-1986 by Geoterrex Limied.

The IGRF (1985.75) has been removed from the data, folbwed by addition of 10 000 nT to the data.

Thi:I héathymeific contours were supplied by the Canadian Hdrographic Service, Department of Fisheries

and Oceans.

The digital data used in the compilation of this map cal be purchased from the Geophysical Data

Centre, Geological Survey of Canada, 1 Observatory Cresent, Ottawa KIA 0Y3.

Eunds for this survey were provided by the Geological Survey of Canada and a Consortium of Ol
ompanies.

Cette carte a été établie & partir de données aéromagnétiques numériques enregistrées avec un
magnétométre a vapeur de césium mesurant I'intensité du champ & un niveau de total d'une sensiblité
de 0,01 nanotesia (nT). Les données des systémes Loran-C de positionnement global (GPS) ont été
utilisées pour la,navigation et pour retracer le plan de vol. L'élaboration du plan de vol a aussi eu
recours aux données numériques d'un systéme de navigation & inertie (INS). Aprés la vérification des
données et la correction des valeurs aberrantes, les données magnétiques ont été adjustées 4 un méme
niveau en analysant les différences aux intersections des traverses et des lignes de contrdle. Les valeurs
du champ total ont ensuite été interpolées selon une grille de 625 m et relides & 'aide de courbes
isogammes.

Le levé a été effectué en 1985 par la Geoterrex Ltd. et la Kenting Earth Sciences International Ltd.;
la Nortech Surveys Ltd. s'est occupé de I'opération des systémes de navigation Loran-C et GPS.
Les données ont été compilées par la Geoterrex Ltd. en 1985-1986.

Le champ de référence géomagnétique international calculé pour 1985.75 a été soustrait du champ
total, suivi de |'addition de 10000 nT.

Les courbes bathymétriques ont été fournies par le Service hydrographique du Canada du ministére
des Péches et des Océans.

Les donnees numériques utilisées pour compiler cette carte sont disponibles auprés du Centre des
donngge(sa geophysiques de la Commission géologique du Canada au 1, place de I'Observatoire, Ottawa,
KIA 0Y3.

Les fonds de ce levé proviennent de la Commission géologique du Canada et d’un consortium de
sociétés pétroliéres. ’
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