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Thick line is total field VLF

scale is 1 cm. = 30%

Le trait large représente le champ total VLF
L'échelle est de 1 cm = 30%

Thin line is guadrature component VLF

Scaleis 1 cm. = .30%/m

Le trait mince représente la composante en quadrature VLF
L'échelle est de 1 cm = ,30%/m
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VLF-EM PROFILE (ORTHOGONAL STATION)

This map was compiled from data obtained as a result of an
aeromagnetic gradiometer survey carried out by Kenting Earth
Sciences International Limited using a Piper Navajo - aircraft
(registration C-FFRY). The survey operations were carried out during
March 1987, at a flight altitude of 150 m mean terrain clearance.
The average flight line spacing was 200 m. Control lines were flown
at an average spacing of 5 km. Flight path was recovered using
35 mm film from a vertically mounted camera in aircraft.

Initial data processing was done by Kenting Earth Sciences
International Limited and plotting was produced by the Geological
Survey of Canada. The base used for this map was obtained from
a National Topographical System 1:50 000 map published by the
Department of Energy, Mines and Resources, Ottawa.

The profiles shown on this map represent the resultant VLF total
field values, that is, the vector sum of the longitudinal, lateral and
vertical components of the anomalous field, and the VLF quadrature
components of the vertical anomalous field, generated by currents
induced in near surface conductive material. The data was measured

- with a Herz Industries Totem 2A VLF receiver carried in the survey

aircraft, and using the orthogonal transmitting station. The VLF

. tfransmissions from NAA Cutler, Maine, operating at 24.0 kHz and

NSS Annapolis, Maryland, operating at 21.4 kHz were utilized as
the primary electromagnetic fields. For each profile, the datum
utilized is the flight path of the survey aircraft.

The survey was carried out for Seabright Explorations Incorporated
and the digital data was obtained by the Geological Survey of
Canada for this publication.

PROFIL VLF-EM (STATION ORTHOGONALE)

Cette carte a été compilée a partir des données enregistrées durant
un levé aéromagnétique au gradiométre réalisé par la Kenting Earth
Sciences International Limited, au moyen d’'un aéronef du type Piper
Navajo, immatriculé C-FFRY. Les travaux de levé ont été réalisés
au cours du mois de mars 1987, a une altitude de 150 m hauteur
moyenne de vol au-dessus du sol. L'espacement moyen des lignes
de vol etait de 200 m tandis que les lignes de controle étaient
espacees en moyenne de 5 km. Le recouvrement des trajectoires
de vol a été effectué a l'aide d'une caméra de 35 mm montée
verticalement. :

Le traitement initial des données a été réalis¢ par la Kenting Earth
Sciences International Limited et la Commission géologique du
Canada s’est chargée du tragage. La carte de base a été reproduite
a partir d'une carte du Systéme national de référence
cartographique a I'échelle de 1/50 000 publiée par le ministére de
I'Energie, des Mines et des Ressources, 4 Ottawa.

Les profils de cette carte représentent la résultante des données
du champ total de trés basse fréquence (VLF), c’est-a-dire, la somme
des composantes des vecteurs longitudinaux, latéraux et verticaux
du champ anomal, et les composantes en quadrature de trés basse
fréquence (VLF) du champ vertical anomal, produits par les courants
induits dans des matériaux conductifs situés prés de la surface du
sol. Les données ont été mesurées a I'aide d'un récepteur Totem
2A VLF de la Herz Industries, installé sur I'aéronef ayant effectué
le leve, et en utilisant la station de transmission orthogonale. Les
transmissions VLF du NAA Cutler, au Maine, émettant sur une
fréquence de 24,0 kHz, et du NSS Annapolis, au Maryland, émettant
sur une fréquence de 21,4 kHz ont été utilisées en tant que champs
élecromagnétiques primaires. Pour chaque profil, la ligne de repére
utilisée est la trajectoire de 'aéronef.

Les travaux de levé ont été réalisés pour le compte de la Seabright
Explorations Incorporated et les données numériques ont été

- obtenues par la Commission géologique du Canada aux fins de

cette publication.
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