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Informations techniques

Les données représentées sur cette carte ont été mesurées lors d’'un levé magnétique expérimental non-exclusif effectué
par Fugro Airborne Surveys du 22 aolt au 24 septembre 2005. Le levé a été exécuté avec un drone équipé d'un
magnétomeétre Scintrex S-3SL a vapeur de césium. L’espacement nominal des lignes de vol était de 300 m, avec des
lignes de contréle aux 1000 m. Chaque seconde ligne de vol a été acquise par Ressources naturelles Canada et utilisée
pour produire cette carte. L’altitude nominale de vol était de 120 m au-dessus de I'eau. Les lignes de vol étaient orientées
aN50°E, et les lignes de contrdle leur étaient perpendiculaires. Le plan de vol a été récupéré par traitement GPS en mode
différentiel aprés le vol. L’acquisition des données de ce levé a été financé par le Secteur des sciences de la Terre,
Ressources naturelles Canada.

Magnétisme

Le champ magnétique a été échantillonné 10 fois par seconde avec un magnétometre a vapeur de césium a faisceau
partagé (sensibilité : 0.01 nT) installé dans la partie avant du drone. Le champ géomagnétique international de référence
(IGRF) défini a l'altitude GPS moyenne de 120 m pour le 30 aodt 2005 a été soustrait. La soustraction de I'lGRF, qui
représente le champ magnétique du noyau terrestre, fournit une composante résiduelle essentiellement reliée a
I'aimantation de la crodte terrestre. Les différences de valeurs magnétiques aux intersections des lignes de controle et de
vol ont été analysées afin d’obtenir un jeu de données magnétiques mutuellement nivelées pour les lignes de vol. Les
valeurs nivelées ont alors été interpolées sur une grille carrée a maille de 150 m. Cette grille a ensuite été micro-nivelée
pour obtenir la grille finale.

La dérivée premiére verticale du champ magnétique représente le taux auquel varie le champ magnétique suivant la
verticale. Le calcul de la dérivée premiére verticale supprime les composantes de grande longueur d’onde du champ
magnétique, améliore considérablement la résolution des anomalies magnétiques de courte longueur d’'onde et accentue
les sources magnétiques proches de la surface au détriment de celles a plus grande profondeur. L'une des propriétés
des cartes de la dérivée premiere verticale est la coincidence de la courbe de valeur zéro et des contacts verticaux aux
hautes latitudes magnétiques (Pilkington and Keating, 2009).

On peut télécharger gratuitement la version numérique de cette carte depuis la section « MIRAGE » de I'Entrep6t de
données géoscientifiques de Ressources naturelles Canada a 'adresse Web
http://apps1.gdr.nrcan.gc.ca/mirage/db_search f. Les données numériques correspondantes en formats profil et maille,
ainsi que des données similaires issues des levés géophysiques aéroportés adjacents, sont disponibles depuis la section
« Données aéromagnétiques » de I'Entrep6t de données géoscientifiques de Ressources naturelles Canada a I'adresse
Web http://gdr.agg.nrcan.gc.ca/geodap/home/Default.aspx?lang=f. On peut se procurer les mémes produits, moyennant
des frais, en s’adressant au Centre des données géophysiques de la Commission géologique du Canada, 615, rue Booth,
Ottawa (Ontario) K1A OE9, Tél : (613) 995-5326, courriel : infogdc@agg.nrcan.gc.ca.

Technical Information

The data presented on this map were measured during an experimental non-exclusive magnetic survey carried out by
Fugro Airborne Surveys between August 22 and September 24, 2005. The survey was flown using an Unmanned
Airborne Vehicle (UAV) equipped with a Scintrex S-3SL cesium vapour magnetic sensor. The nominal traverse line
spacing was 300 m, with control line spacing of 1000 m. Every second traverse line was acquired by Natural Resources
Canada and used to produce this map. The nominal aircraft altitude was 120 m above water. The traverse lines were
oriented at N50 E and control lines were flown perpendicular to the traverse lines. The flight path was recovered with
post-flight differential GPS. This acquisition of the data from this survey was funded by the Earth Sciences Sector, Natural
Resources Canada.

Magnetics

The magnetic field was sampled 10 times per second using a split-beam cesium vapour magnetometer (sensitivity = 0.01
nT) mounted in the forward section of the UAV. The International Geomagnetic Reference Field (IGRF) defined at the
average GPS altitude of 120 m on 2005-08-30 was then removed. Removal of the IGRF, representing the magnetic field
of the Earth’s core, produces a residual component related essentially to magnetization within the Earth’s crust.
Differences in magnetic values at the intersections of control and traverse lines were analysed to obtain a mutually
levelled set of flight-line magnetic data. The levelled values were then interpolated to a 150 m grid. This grid was then
micro-levelled to obtain the final grid.

The first vertical derivative of the magnetic field is the rate of change of the magnetic field in the vertical direction.
Computation of the first vertical derivative removes long-wavelength features of the magnetic field and significantly
improves the resolution of short wavelength magnetic anomalies and accentuates near-surface magnetic sources at the
expense of deeper sources. A property of first vertical derivative maps is the coincidence of the zero-value contour with
vertical contacts at high magnetic latitudes (Pilkington and Keating, 2009).

A digital version of this map can be downloaded, at no charge, from Natural Resources Canada’s Geoscience Data
Repository (MIRAGE) at http://apps1.gdr.nrcan.gc.ca/mirage/db _search e . Corresponding digital profile and gridded data
as well as similar data for adjacent airborne geophysical surveys are available from the Natural Resources Canada's
Geoscience Data Repository for Aeromagnetic data at http:/gdrdap.agg.nrcan.gc.ca/geodap/home/Default.aspx?lang=e.
The same products are also available, for a fee, from the Geophysical Data Centre, Geological Survey of Canada, 615
Booth Street, Ottawa, Ontario K1A 0E9. Telephone: (613) 995-5326, email: infogdc@agg.nrcan.gc.ca.
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