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Recommended Value: 325 ppm 

Recommended Value: 81500 ppm 

Recommended Value: 270 ppm 

Recommended Value: 410 ppm 

Recommended Value: 408 ppm 

Recommended Value: 441 ppm 

Recommended Value: 458 ppm 

Recommended Value: 464 ppm 

Recommended Value: 444 ppm 

Recommended Value: 417 ppm 

Recommended Value: 459 ppm 

Recommended Value: 426 ppm 

Recommended Value: 396 ppm 

Recommended Value: 455 ppm 

Recommended Value: 138 ppm 

Recommended Value: 430 ppm 

Recommended Value: 516 ppm 

Recommended Value: 457 ppm 

Recommended Value: 452 ppm 

Recommended Value: 450 ppm 

Recommended Value: 444 ppm 

Recommended Value: 460 ppm 

Recommended Value: 448 ppm 

Recommended Value: 462 ppm 

Recommended Value: 426 ppm 

Vial Window:

Dwell Time:
Sample ID: pXRF: Measured Value + 2σ

Measured Value 
Measured Value - 2σ

Recommended Value

Legend
SRM 610

Produced by: NIST*
 

Mode Type: Soil Mode, Compton normaliztion
6 μm SpectroCertified® Mylar® polyester

Niton XL3t GOLDD, 50-kv Cygnet X-ray tube
Material Type: 60 seconds per Main, Low, and High FilterGlass
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*National Institute of Standards and Technology, U.S. Department of Commerce.


