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Measurement on land )
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Contours_ of equal Bouguer anomalies in tenths of milligals:
Contour interval & milligals
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Observed gravily data are based on an ada :
. ; pted value of 980.6220 gal KILOME
Na_tionar Referenr:_e Pier at Ottawa. Theoretical gravity values are 5:2;3323 TRES 5 3 20 0 10
using the International Formula of 1930 Bouguer anomalies are calculated

assuming a vertical gradient of gravity equal to 0.09406
i : mgal/ft, a
density of 267 glem3 and a density of sea water of 1.03 g.fcm3.g i
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Données gravimétrigues rédi%ées parla DIRECTION DE LA PHYSIQUE DU GLOBE.

Carte reproduite en 197 1 par

2 DIRECTION DES LEVES ET DE LA CARTOGRAPHIE,

MINISTERE DE LENERGIE, DES MINES ET DES RESSOURCES.
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Observation Sur tBIre .. s rieeiernriam s I

ObServation SOUSMANNE ..o iweeeieasrrrararrrasesirais

Observation a bord denaviré ...y

Isoanomalies de Bouguer en dixiemes de milligals;
Equidistance S milligals ..o

Les données gravimétrigues recueillies se fondent sur une valeur de 9B0.6220
gals adoptée pour le pilier de référence national & Ottawa. Les valeurs théo-
riques de la gravité sont calculées d'aprés la formule internationale de 1930.
On calcule les anomalies de Bouguer en supposant un gradient vertical de
gravité égal 4 0.09406 milligal au pied une densité de la crolte égale a 2.67

glcm3 et une densité de la mer égale a 1.03 glem3.

mplaires en s'adressant la Direction de la Physique du Globe,
w5 Mines et des Ressources, Ottawa.
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