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Gravity data compiled b !
y the EARTH PHYS
%‘E% f]g_}ohguced by the SURVEYS AND M;gglﬁ%}ﬁggHNCH
ENT OF ENERGY, MINES AND RESOURCES, 1571

Copies may be obtained from th
fi e Earth Physi
Department of Energy, Mines and Resourc:il.costt%rvav;c %
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Contours o equal Bou r walies i 4
guer anomalies in tenths of mil igals;
Contour interval 5 milligals I\I g i _—600_

gl;sz:;gnglriv:é rgilcae T::‘i rbatsgﬂ on an adopted value of 980.6220 gals at
2 e Pier 2 awa. Theoretical gravity values a
ed using the International formula of 1930. Bouguer aioma!ies ::erec ?:r:izﬂ:

ated assumning a vertical gradi i
el Ay gradient of gravity equal to 0.09406 mgal/ft and a
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Données gravimétriques redigées par ia DIRECTION DE LA PHYSIQUE DU GLOBE.
Carte reproduite en 197 1par la DIRECTION DES LEVES ET DE LA CARTOGRAPHIE,
MINISTERE DE L'ENERGIE, DES MINES ET DES RESSOURCES.

On peut obtenir des examplaires en <adressant |a Direction de ia Physique du Globe,
Ministere de 'Energie, des Mines et des Ressources, Ottawa,
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Isoanomalies de Bouguer en dixiemes de milligals;
Equidistance 5 milligals .. ...t —'—600 —

Les données gravimétriques recueillies se fondent surune valeur de 980.6220
gals adoptée pour le pilier de référence national & Ottawa. Les valeurs théori-
ques de la gravité sont calculées d'aprés la formule international de 1230
On calcule les anomalies de Bouguer en supposant un gradient vertical de
gravité égal & 0.09406 milligal au pied, et d'une densité de 2.67 glcm3.
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